


¡½ SPECIFICATIONS

�  Rated Voltage : 250 V AC/DC

�  Current Rating : 3A  AC/DC.

�  Withstanding Voltage : 1,000V AC/minute

�  Insulation Resistance : 1,000M �  min.

�  Temperature Range : - 25 � to + 85 �

�  Contact resistance : 20m �  max.

�  WAFER

�  Part No. : JS-1001R-XX( XXX XX X X )X

                                      �     �     �  � �  	

          �  Poles No 
  2~20 (Right Angle)

          �  Plated 
 Blank : Bright-Tin Plated

                   NM : Matte-Tin Plated
                     G  : Gold Over Plated

                    G1 : 30u'' Gold Plated
          � Base Material : Blank 
 Nylon 66 UL94V-0

                             GF 
 Nylon 66+15% G.F

                          6TNH � Nylon 6T UL94V-0

          � Kink Type   Blank : Without Kink

                                       K : With Kink
          � DIP Length Blank 
 3.4mm

                                       D 
 2.7mm
                                       D2: 2.1mm(Without Kink)

          	 Coler
 Blank 
 Nature

                                R  
 Red(199C#)
                                R1 
 Red(198C#)

                                BK 
 BLACK
                                BU 
 BLUE

                                 Y 
 YELLOW
                                GN : GREEN

     • Material : 1. Contact : Brass

                        2. Base :Refer the above options
     • Package: Bag
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D : 2.7mm
  Blank : 3.4mm

(Standard)
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